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Homestead Farm, Clockhouse Lane West,

Egham, Surrey TW20 8PE

SPORTS CAR SPECIALIST

TEL. 0044 (0)1784 477 477 FAX 0044 (0)1784 477 478

E-MAIL sales@moto-build.co.uk    www.moto-build.co.uk
MGB ROADSTER AND GT

RUBBER BUMPER TO CHROME CONVERSION KIT

PART NO.  RB2CB

THIS SUPERB KIT EXCLUSIVE TO MOTO-BUILD, TRANSFORM YOUR

RUBBER BUMPER MGB INTO THE ELEGANT CHROME BUMPER STYLE.  THE

KIT CONSISTS OF: -


FRONT
                                                      REAR


FRONT BUMPER
REAR BUMPER


FRONT BUMPER FIXING KIT 
   REAR BUMPER FIXING KIT

                                  2 FRONT BUMPER IRONS
                       2 REAR IRONS


2 FRONT OVERRIDERS
2 REAR OVERRIDERS


FRONT GRILLE
2 REAR BUMPER FILLERS


2 SIDE LIGHTS
  2 REAR WING EXTENSIONS


2 SIDE LIGHT MOUNTING PLATES
  2 NO. PLATE LIGHTS

                                  3 GRILLE BRACKETS                                2 NO. PLATE LIGHT PLINTHS                                                                                         


1 NO. PLATE BACKING                         NO. PLATE BACKING/RUBBERS


2 NO. PLATE BRACKETS                           OVERRIDER PACKING FOR 4



OVERRIDERS

THE KIT CONTAINS ALL THE NUTS, BOLTS AND INSTALLATION

                        INSTRUCTIONS.                                                             PRICE. £P.O.At

                       WITH ALL NEW MOTO-BUILD ONLY CHROME GRILLE  £N/A

OR

THIS KIT CAN BE FITTED IN OUR WORKSHOPS, IF REQUIRED, IN FOUR

DAYS, INCLUDING PAINT WORK AND LABOUR from £895.00 PLUS VAT.

RUBBER BUMPER TO CHROME BUMPER CONVERSION KIT

Remove front bumper assembly complete. (Disconnect wiring for Headlights).  Cut off bumper mountings on duct panel. Leaving lower half of bumper mount to attach new bumper iron, put new bumper iron up and mark for fixing, drill hole to suit, repeat this for the other front irons.  Fit and weld sidelight panels to front wing and paint as necessary.  Fit grille using top brackets, fit lower grille brackets with self tapping screws, bolt front bumper on loosely - align correctly and fully tighten, Connect side light wiring.

On the rear, remove bumper assembly, rear lights, number plate assembly, weld in rear wing extension and paint as necessary.  Offer up bumper iron using existing holes in the back panel.  Fit bumper loosely, align correctly and fully tighten, connect numberplate light wiring (in OVERRIDERS).  Fit numberplate backing & existing number plate.

You now have a car looking like a CHROME BUMPER MODEL.

To improve the aesthetics of the car a suspension set is available to lower the car by one inch.

                                COST

FRONT
£P.O.A
REAR
£P.O.A
THESE PRICES ARE SUBJECT TO VAT

WE CAN ALSO FIT THE KIT IN OUR WORKSHOP IF NECESSARY.

Vat Registration number GB 720 6512 67
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